
Faktasider

Utskriftstidspunkt:  19.5.2024 - 23:44Brønnbane / Leting 

Generell informasjon

Brønnbane navn 2/4-13

Type EXPLORATION

Formål WILDCAT

Status JUNKED

Faktakart i nytt vindu lenke til kart
Hovedområde NORTH SEA

Brønn navn 2/4-13

Seismisk lokalisering LINJE  NS - 5 - 235    SP 585

Utvinningstillatelse 146 

Boreoperatør Saga Petroleum ASA

Boretillatelse 588-L

Boreinnretning TREASURE SAGA

Boredager 33

Borestart 03.09.1988

Boreslutt 06.10.1988

Frigitt dato 06.10.1990

Publiseringsdato 13.12.2005

Opprinnelig formål WILDCAT

Gjenåpnet NO

Innhold NOT APPLICABLE

Funnbrønnbane NO

Avstand, boredekk - midlere 
havflate [m]

26.0

Vanndybde ved midlere havflate 
[m]

69.0

Totalt målt dybde (MD) [m RKB] 2518.0

Totalt vertikalt dybde (TVD) [m 
RKB]

2517.0

Maks inklinasjon [°] 2.9

Temperatur ved bunn av 
brønnbanen [°C]

65

Eldste penetrerte alder OLIGOCENE           

Eldste penetrerte formasjon HORDALAND GP        

Geodetisk datum ED50  

NS grader 56° 41' 3.98'' N

ØV grader 3° 8' 44.53'' E

NS UTM [m] 6282409.61

ØV UTM [m] 508926.35

UTM sone 31

NPDID for brønnbanen 1313
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Brønnhistorie

General

Wildcat well 2/4-13 was drilled in the middle of a northwest to southeast trending 
structural/stratigraphic closure on a rotated fault block, about 12 km north of the Ekofisk 
Field in the North Sea. The primary purpose of the well was to assess the hydrocarbon 
potential and to test the reservoir potential of Late Jurassic sandstone. 

Operations and results

Well 2/4-13 was spudded with the semi-submersible installation Treasure Saga on 3 
September 1988.  The well was drilled through the 36", 26", and 17 1/2" sections. The 
17 1/2 section was logged before the 13 3/8 casing was run and cemented with shoe at 
2503 m. Problems with the seal assembly occurred, which eventually lead to plugging 
and abandonment of the well. The well was drilled with spud mud and gel down to 921 m 
and with KCl mud from 921 m to TD.

The well penetrated the Nordland Group to a total depth of 2518 m, 847 m into the 
Hordaland Group. Shallow gas was seen on MWD between 560 m and 650 m. Below 
this level background gas varied between 1 - 15 % with trip gas up to 32%. The gas was 
composed of C1 and C2 with trace C3 towards TD. 

The well was permanently abandoned on 6 October 1988 as a junked well. The rig was 
moved 53.4 m NNW for spudding of a new well bore with the same objectives, well 2/4-
14.

Testing

No drill stem test was performed.

Borekaks i Sokkeldirektoratet

Borekaksprøve, topp dybde [m] Borekaksprøve, bunn dybde [m]

230.00 2510.00

YESBorekaks tilgjengelig for prøvetaking?

Litostratigrafi

Topp Dyb 
[mMD RKB]

Litostrat. enhet

95 NORDLAND GP

1766 HORDALAND GP

Dokumenter - eldre Sokkeldirektoratets WDSS rapporter og andre relaterte dokumenter
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Dokument navn Dokument 
format

Dokument 
størrelse [KB]

1313_01_WDSS_General_Information pdf 0.16

Dokumenter - rapportert av utvinningstillatelsen (frigitt ihht til regelverk)

Dokument navn Dokument 
format

Dokument 
størrelse [KB]

1313_2_4_13_COMPLETION_REPORT_AND_L
OG

pdf 18.70

Foringsrør og formasjonsstyrketester

Type utforing Utforing 
diam. 

[tommer]

Utforing 
dybde 

[m]

Brønnbane 
diam. 

[tommer]

Brønnbane 
dyp 
[m]

LOT/FIT slam 
eqv. 

[g/cm3]

Type 
formasjonstest

CONDUCTOR 30    214.0 36    218.0 0.00 LOT

SURF.COND. 20    906.0 26    922.0 1.82 LOT

INTERM.   13 3/8 2503.0 17 1/2 2518.0 0.00 LOT

Boreslam

Dybde 
MD [m]

Egenvekt, 
slam 

[g/cm3]

Viskositet, 
slam 

[mPa.s]

Flytegrense 
[Pa]

Type slam Dato, måling

215 1.07 WATER BASED 07.09.1988

218 1.05 WATER BASED 07.09.1988

560 1.13 4.0 17.3 WATER BASED 23.09.1988

922 1.20 6.0 17.3 WATER BASED 23.09.1988

922 1.20 8.0 13.9 WATER BASED 23.09.1988

1185 1.20 14.0 6.8 WATER BASED 23.09.1988

1505 1.35 20.0 5.3 WATER BASED 23.09.1988

1720 1.35 28.0 5.3 WATER BASED 23.09.1988

1984 1.50 20.0 4.4 WATER BASED 23.09.1988

2216 1.55 23.0 4.8 WATER BASED 23.09.1988

2406 1.60 24.0 3.4 WATER BASED 23.09.1988

2450 1.60 27.0 5.3 WATER BASED 23.09.1988

2518 1.60 24.0 3.9 WATER BASED 23.09.1988

2518 1.60 28.0 3.4 WATER BASED 23.09.1988

2518 1.60 23.0 4.8 WATER BASED 03.10.1988

2518 1.60 24.0 4.8 WATER BASED 03.10.1988
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2518 1.60 25.0 5.8 WATER BASED 03.10.1988

2518 1.60 26.0 4.4 WATER BASED 03.10.1988

2518 1.60 27.0 5.8 WATER BASED 03.10.1988

2518 1.60 41.0 33.6 WATER BASED 03.10.1988

2518 1.60 37.0 30.7 WATER BASED 14.10.1988

2518 1.60 40.0 33.6 WATER BASED 14.10.1988

2518 1.60 25.0 3.4 WATER BASED 23.09.1988

2518 1.60 28.0 3.9 WATER BASED 23.09.1988

2518 1.60 23.0 3.9 WATER BASED 03.10.1988

2518 1.60 42.0 26.4 WATER BASED 03.10.1988

2518 1.60 21.0 32.6 WATER BASED 14.10.1988

2518 1.60 26.0 13.0 WATER BASED 14.10.1988
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