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Generell informasjon

Brønnbane navn 2/8-17 S

Type EXPLORATION

Formål WILDCAT

Status P&A

Faktakart i nytt vindu lenke til kart
Hovedområde NORTH SEA

Brønn navn 2/8-17

Seismisk lokalisering CA 3D  INLINE 174 &  X-LINE 1622

Utvinningstillatelse 006 

Boreoperatør Amoco Norway Oil Company

Boretillatelse 912-L

Boreinnretning TRANSOCEAN NORDIC

Boredager 45

Borestart 04.12.1997

Boreslutt 17.01.1998

Frigitt dato 17.01.2000

Publiseringsdato 24.09.2003

Opprinnelig formål WILDCAT

Gjenåpnet NO

Innhold OIL SHOWS

Funnbrønnbane NO

Avstand, boredekk - midlere 
havflate [m]

41.7

Vanndybde ved midlere havflate 
[m]

68.7

Totalt målt dybde (MD) [m RKB] 2685.0

Totalt vertikalt dybde (TVD) [m 
RKB]

2641.0

Maks inklinasjon [°] 25.8

Temperatur ved bunn av 
brønnbanen [°C]

117

Eldste penetrerte alder LATE CRETACEOUS     

Eldste penetrerte formasjon TOR FM              

Geodetisk datum ED50  

NS grader 56° 27' 21.19'' N

ØV grader 3° 36' 5.18'' E

NS UTM [m] 6257121.59

ØV UTM [m] 537069.24

UTM sone 31

NPDID for brønnbanen 3210
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Brønnhistorie

General

The purpose of the 2/8-17 S well was to evaluate the Trud prospect, a salt induced 
anticline on the western edge of the Piggvar Terrace 20 km Northeast of the Valhall 
Field. The primary objectives of the well were the Late Cretaceous Ekofisk and Tor chalk 
Formations, which form the main reservoirs in the nearby Ekofisk and Valhall Fields. The 
well was planned to TD in Permian evaporites immediately underlying the chalk.

Operations

Exploration well 2/8-17 S was spudded with the jack-up installation "Transocean Nordic" 
on 4 December 1997 and drilled to 2685 m. At this point total loss of circulation occurred 
and the well bore collapsed below 9 5/8" casing at 2000 m. All attempts to change the 
mud weight only made hole conditions worse and the decision was eventually made to 
plug back and sidetrack. The well was drilled with seawater and gel sweeps down to 
1100 m and with "ANCOVERT" oil based mud from 1100 m to TD.

The 2/8-17 S well penetrated the Ekofisk and Tor Formations. The last cuttings before 
the hole was lost contained significant amounts of anhydrite, strongly suggesting that the 
Permian Zechstein salt had been penetrated at TD. The loss of the hole prevented wire 
line logging and fluid sampling and a full evaluation of the Ekofisk and Tor Formations, 
however 4 cores were successfully cut and recovered over most of the interval. In 
addition, good quality GR and resistivity LWD logs was obtained from the chalk section. 
The chalk was tighter than anticipated. 

Minor oil shows were recorded from dolomite and dolomitic limestone stringers between 
2060 m and 2290 m, and between 2375 m and 2510 m; these produced a milky white 
streaming cut and bluish white crush cut, with a faint residue. Dark brown - black dead 
oil staining was observed on some dolomite cuttings. 

Oil shows were recorded in the uppermost Ekofisk Formation during drilling before core 
l; producing a milky or bluish white cut fluorescence in up to 20 % of the cuttings. No 
shows were observed in core 1, however subsequent cores were found to contain 
bituminous dead oil residues in tight, partially calcite-infilled fractures. Typical patchy dull 
pale yellow to bluish white fluorescence was observed from some exposed fracture 
surfaces, cut was slow, bluish or milky white, streaming or blooming. Although live oil 
was not recorded at the well site, a slow bleed of very pale yellow brown oil was 
observed from fractures in the slabbed core. There was no evidence that hydrocarbons 
had penetrated the matrix, which was of low permeability and porosity. 

Well 2/8-17 S was plugged back to 1701 m and permanently abandoned on 17 January 
1998 as a well with oil shows. 

Testing

No drill stem test was performed.

Borekaks i Sokkeldirektoratet

Borekaksprøve, topp dybde [m] Borekaksprøve, bunn dybde [m]

310.00 2681.00
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YESBorekaks tilgjengelig for prøvetaking?

Borekjerner i Sokkeldirektoratet

Kjerneprøve 
nummer

Kjerneprøve - topp 
dybde

Kjerneprøve - bunn 
dybde

Kjerneprøve 
dybde - 
enhet

1 2587.0 2604.6 [m   ]

2 2605.0 2623.9 [m   ]

3 2624.0 2651.8 [m   ]

4 2651.8 2674.3 [m   ]

Kjerner tilgjengelig for prøvetaking? YES

Total kjerneprøve lengde [m] 86.8

Kjernebilder

2587-2592m 2592-2597m 2597-2602m 2602-2604m 2605-2610m

2610-2615m 2615-2620m 2620-2624m 2624-2629m 2629-2634m

2634-2639m 2639-2644m 2644-2649m 2649-2652m 2652-2656m
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2656-2661m 2661-2666m 2666-2671m 2671-2674m

Litostratigrafi

Topp Dyb 
[mMD RKB]

Litostrat. enhet

110 NORDLAND GP

1627 HORDALAND GP

2541 ROGALAND GP

2541 BALDER FM

2561 SELE FM

2571 VÅLE FM

2581 SHETLAND GP

2581 EKOFISK FM

2602 TOR FM

Spleisede logger

Dokument navn Dokument 
format

Dokument 
størrelse [KB]

3210 pdf 0.22

Geokjemisk informasjon

Dokument navn Dokument 
format

Dokument 
størrelse [KB]

3210_1 pdf 0.98

Dokumenter - rapportert av utvinningstillatelsen (frigitt ihht til regelverk)

Dokument navn Dokument 
format

Dokument 
størrelse [KB]

3210_2_8_17_S_COMPLETION_LOG pdf 2.32
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3210_2_8_17_S_COMPLETION_REPORT pdf 94.39

Logger

Type logg Topp dyp 
for logg [m]

Bunn dyp for 
logg [m]

MWD MPR - GR RES DIR 110 2685

Foringsrør og formasjonsstyrketester

Type utforing Utforing 
diam. 

[tommer]

Utforing 
dybde 

[m]

Brønnbane 
diam. 

[tommer]

Brønnbane 
dyp 
[m]

LOT/FIT slam 
eqv. 

[g/cm3]

Type 
formasjonstest

CONDUCTOR 30    299.0 36    300.0 0.00 LOT

SURF.COND. 13 3/8 959.0 17 1/2 960.0 0.00 LOT

INTERM.   9 5/8 2000.0 12 1/4 2000.0 0.00 LOT

OPEN HOLE       2685.0 8 1/2 2685.0 0.00 LOT

Boreslam

Dybde 
MD [m]

Egenvekt, 
slam 

[g/cm3]

Viskositet, 
slam 

[mPa.s]

Flytegrense 
[Pa]

Type slam Dato, måling

817 0.00 21.0 SPUD MUD

997 0.00 21.0 SPUD MUD

1700 1.67 23.0 ANCO VERT

1750 1.87 36.0 ANCO VERT

1800 1.87 36.0 ANCO VERT

1923 0.00 21.0 SPUD MUD

2251 0.00 7.0 SPUD MUD

2685 1.91 43.0 ANCO VERT

2685 1.88 43.0 ANCO VERT
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