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Generell informasjon

Brønnbane navn 25/12-1

Type EXPLORATION

Formål WILDCAT

Status P&A

Faktakart i nytt vindu lenke til kart
Hovedområde NORTH SEA

Brønn navn 25/12-1

Seismisk lokalisering LINE SC 59 SP.2145

Utvinningstillatelse 010 

Boreoperatør A/S Norske Shell

Boretillatelse 95-L

Boreinnretning SEDCO 135 G

Boredager 82

Borestart 03.10.1973

Boreslutt 23.12.1973

Frigitt dato 23.12.1975

Publiseringsdato 01.12.2004

Opprinnelig formål WILDCAT

Gjenåpnet NO

Innhold DRY

Funnbrønnbane NO

Avstand, boredekk - midlere 
havflate [m]

34.0

Vanndybde ved midlere havflate 
[m]

135.0

Totalt målt dybde (MD) [m RKB] 2865.0

Maks inklinasjon [°] 2.5

Temperatur ved bunn av 
brønnbanen [°C]

93

Eldste penetrerte alder DEVONIAN            

Eldste penetrerte formasjon NO GROUP DEFINED    

Geodetisk datum ED50  

NS grader 59° 1' 47'' N

ØV grader 2° 49' 17.1'' E

NS UTM [m] 6543526.23

ØV UTM [m] 489748.32

UTM sone 31

NPDID for brønnbanen 374
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Brønnhistorie

Well 25/12-1 is located on the Patch Bank Ridge between the Utsira High and the Stord 
Basin in the North Sea. The well was designed to test Paleocene sand and late 
Cretaceous chalk prospects (found oil bearing in the adjacent Esso blocks). Additional 
objectives were the Mesozoic and possibly older sands, which formed part of a 
monocline, east dipping subcrop below this structure. The well was programmed to 
investigate the entire sedimentary sequence down to igneous/metamorphic basement, 
interpreted to occur at approximately 2743 m.

Operations and results

Wildcat well 25/12-1 was spudded with the semi-submersible installation SEDCO 135 G 
on 3 October 1973 and drilled to TD at 2865 m in rocks of possible Devonian age. The 
spud was delayed due to rig repairs in Hamburg. This resulted in the well being drilled 
during the worst of the winter weather. Due to adverse weather and bad anchoring 
conditions, 14.5 days were spent anchoring the rig. A total of 19.7 days was lost directly 
due to weather during drilling and abandoning. A further 8.7 days were lost repairing 
underwater equipment, much of which was also due to weather damage. The well was 
drilled with seawater and bentonite down to 463 m and with a seawater / lignosulphonate 
mud from 463 m to TD.

The Oligocene-Eocene sands of the Hordaland Group were water bearing and the 
Paleocene sands absent. The Chalk section (Tor and Hod formations) showed poor 
reservoir characteristics and was also water bearing. Below the Late Jurassic shale 
sequence sands and conglomerates of Middle Jurassic age and older were penetrated. 
The sands were penetrated in a down dip position on a monoclinal structure rising 
towards block 25/11. Middle Jurassic (Vestland Group) sands were encountered at 2244 
m with porosity up to 30 %, averaging 18 %. Conglomerates were encountered at 2425 
m and extended down to 2671 m. From this point down to TD at 2865 m the well drilled 
a thick water bearing sand sequence. This possible Devonian sandstone ranged in 
porosity from 17 % - 23 % with an average of 20 %. No hydrocarbon indications were 
present in the well, with the exception of characteristic gas indications in the Late 
Jurassic Draupne Formation source rock interval, which at this location was found to be 
immature. In view of the discouraging results obtained thus far, together with the fact 
that no seismic configuration was mappable below this depth, it was decided to abandon 
the well without having reached igneous rock. One core was cut in the ?Devonian 
conglomerate from 2450 m to 2456 m. No fluid sample was taken

The well was permanently abandoned as dry on 23 November 1973.

Testing

No drill stem test was performed

Borekaks i Sokkeldirektoratet

Borekaksprøve, topp dybde [m] Borekaksprøve, bunn dybde [m]

262.13 2865.12

YESBorekaks tilgjengelig for prøvetaking?

Side 2 av 7



Faktasider

Utskriftstidspunkt:  9.5.2024 - 11:02Brønnbane / Leting 

Borekjerner i Sokkeldirektoratet

Kjerneprøve 
nummer

Kjerneprøve - topp 
dybde

Kjerneprøve - bunn 
dybde

Kjerneprøve 
dybde - 
enhet

1 8037.1 8055.4 [ft  ]

Kjerner tilgjengelig for prøvetaking? YES

Total kjerneprøve lengde [m] 5.6

Palynologiske preparater i Sokkeldirektoratet

Prøve dybde Dybde enhet Prøve type Laboratorie

6800.0 [ft] DC            

6850.0 [ft] DC            

6910.0 [ft] DC            

6960.0 [ft] DC            

7010.0 [ft] DC            

7040.0 [ft] DC            

7080.0 [ft] DC            

7110.0 [ft] DC            

7180.0 [ft] C             

7200.0 [ft] DC            

7210.0 [ft] DC            

7260.0 [ft] DC            

7310.0 [ft] DC            

7340.0 [ft] DC            

7360.0 [ft] DC            

7410.0 [ft] DC            

7440.0 [ft] DC            

7460.0 [ft] DC            

7510.0 [ft] DC            

7540.0 [ft] DC            

7550.0 [ft] DC            

7550.0 [ft] C             

7580.0 [ft] DC            

7630.0 [ft] DC            

7630.0 [ft] C             

7650.0 [ft] DC            

7680.0 [ft] DC            
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7680.0 [ft] C             

7710.0 [ft] DC            

7720.0 [ft] DC    APT     

7730.0 [ft] DC            

7750.0 [ft] DC    APT     

7760.0 [ft] DC            

7760.0 [ft] C             

7780.0 [ft] DC    APT     

7810.0 [ft] DC            

7820.0 [ft] DC    APT     

7830.0 [ft] DC            

7850.0 [ft] DC    APT     

7860.0 [ft] C             

7860.0 [ft] DC            

7880.0 [ft] DC    APT     

7900.0 [ft] DC    APT     

7910.0 [ft] DC            

7920.0 [ft] DC    APT     

7920.0 [ft] DC    APT     

7930.0 [ft] DC    APT     

7940.0 [ft] DC            

7950.0 [ft] DC    APT     

7960.0 [ft] DC            

7990.0 [ft] DC            

8010.0 [ft] DC            

8060.0 [ft] C             

Litostratigrafi

Topp Dyb 
[mMD RKB]

Litostrat. enhet

169 NORDLAND GP

902 HORDALAND GP

1457 ROGALAND GP

1457 BALDER FM

1500 SELE FM

1567 LISTA FM

1597 SHETLAND GP

1597 TOR FM

1707 HOD FM
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1908 CROMER KNOLL GP

2187 VIKING GP

2187 DRAUPNE FM

2244 VESTLAND GP

2425 NO GROUP DEFINED

Spleisede logger

Dokument navn Dokument 
format

Dokument 
størrelse [KB]

374 pdf 0.34

Geokjemisk informasjon

Dokument navn Dokument 
format

Dokument 
størrelse [KB]

374_1 pdf 0.41

374_1_Source_rock_and_DOM_evaluation_in_
well_25_12_1

pdf 3.06

Dokumenter - eldre Sokkeldirektoratets WDSS rapporter og andre relaterte dokumenter

Dokument navn Dokument 
format

Dokument 
størrelse [KB]

374_01_WDSS_General_Information pdf 0.29

Dokumenter - rapportert av utvinningstillatelsen (frigitt ihht til regelverk)

Dokument navn Dokument 
format

Dokument 
størrelse [KB]

374_1_Completion_Report pdf 0.36

374_2_Composite_log pdf 1.81

374_3_Source_rock_and_DOM_evaluation_in_
well_25_12_1

pdf 3.06

Logger
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Type logg Topp dyp 
for logg [m]

Bunn dyp for 
logg [m]

BHC GR 136 456

BHC GR 1357 2864

CNL FDC 1357 2864

CST 1996 2850

HDT 1357 2864

IES 456 2864

VSP 183 2864

Foringsrør og formasjonsstyrketester

Type utforing Utforing 
diam. 

[tommer]

Utforing 
dybde 

[m]

Brønnbane 
diam. 

[tommer]

Brønnbane 
dyp 
[m]

LOT/FIT slam 
eqv. 

[g/cm3]

Type 
formasjonstest

CONDUCTOR 30    244.0 36    250.0 0.00 LOT

SURF.COND. 20    456.0 26    460.0 0.00 LOT

INTERM.   13 3/8 1356.0 17 1/2 1360.0 0.00 LOT

INTERM.   9 5/8 1978.0 12 1/4 1980.0 0.00 LOT

OPEN HOLE       2865.0 8 1/2 2865.0 0.00 LOT

Boreslam

Dybde 
MD [m]

Egenvekt, 
slam 

[g/cm3]

Viskositet, 
slam 

[mPa.s]

Flytegrense 
[Pa]

Type slam Dato, måling

375 1.10 75.0 spud mud

771 1.10 43.0 spud mud

1208 1.15 40.0 spud mud

2472 1.25 53.0 mixed mud

2864 1.24 52.0 mixed mud
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